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TO OUR CUSTOMERS:

Thank you for choosing JackRabbit. We stand behind our products and are very proud of the equipment we
design and manufacture. Preventive maintenance is the easiest and least expensive type of maintenance.
Please take the time to review this Owner�s Operator�s Manual and the engine Operation and Maintenance
Manual. They can save you time and expense.

WARRANTY

JACKRABBIT warrants each new piece of equipment and parts manufactured by it to be free from defects
in material and workmanship under normal use and service. The obligation of JACKRABBIT shall be
limited to replacing any part which shall, within 1 year (1 season ) after delivery to the original purchaser,
be returned to JACKRABBIT with transportation charges prepaid and which an examination by
JACKRABBIT discloses is defective. This Warranty does not obligate JACKRABBIT to bear the cost of
labor, travel time or hauling in connection with the replacement or repair of defective parts and in no event
will be liable for consequential damages including but not limited to loss of crop, rental or substitute
equipment or other commercial loss.

No warranties or representations made by persons other than representatives of JACKRABBIT expressly
authorized in writing to do so shall be valid and binding upon JACKRABBIT. No dealer shall be authorized
to bind JACKRABBIT in this respect.

JACKRABBIT makes no warranty with respect to component parts not manufactured by JACKRABBIT,
including, but not limited to, engines and power trains. Engines and power trains may be warranted by the
respective manufacturer thereof. Cummins warrants engine for two years (see Cummins Engine Manual
for details). This Warranty shall not apply to any equipment which has been altered in any way outside of
manufacturer�s factory, or which has been subject to misuse, neglect or accident.

This Warranty is expressly in lieu of all other warranties and representations, expressed, implied, or
statutory, including warranties of merchantability and fitness for a particular use, and all other
liabilities or obligations on the part of JACKRABBIT, foreseeable or not.

USER�S RESPONSIBILITY

It is the responsibility of the user to read the Operator�s Manual and understand the safe and correct
operating procedures as pertains to the operation of the product and to lubricate and maintain the product
according to the maintenance schedule in the Operator�s Manual.

WARRANTY SERVICE

Warranty services may be obtained through an authorized dealer or JackRabbit service facility. Write or call
JackRabbit , 471 Industrial Ave, Ripon, CA 95366, telephone (209) 599-6118
Fax (209) 599-6119

sales@jackrabbit.bz
info@jackrabbit.bz
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TO OUR CUSTOMERS:
Thank you for choosing a JackRabbit YardJack Elevator . We at JackRabbit are very proud of the
equipment we design and manufacture. We also stand behind our products. Preventive maintenance
is the easiest and least expensive type of maintenance. Please take the time to review this Owner�s
Operator�s Manual and the engine Operation and Maintenance Manual. They can save you time and
expense.



SECTION A
SAFETY INSTRUCTIONS

IMPORTANT SAFETY NOTICE

Improper practices or carelessness can cause bodily injury or death.

Always instruct the operator in proper operating procedures. The operator must read and understand
all safety instructions in the Owner �s - Operator�s Manual and those placed on the elevator.
SAFETY INSTRUCTIONS

1. Danger: Always check and make sure elevator�s operational site is a safe distance
from power lines.

2. Danger: Operational site should be level to prevent tipping of the unit.

3. Warning:  All guards must be in place prior to starting the elevator.

4. Warning: Always check, making sure all personnel are clear of elevator prior to
starting engine.

5. Danger: Keep all personnel clear of belts and moving parts when in operation.

6. Stop belts and turn off engine prior to clearing material from belts.

7. Warning: Turn off engine prior to tightening or adjusting belts ( see pages 25 - 26
for belt adjustments).

8. Warning: Always wear protective eye goggles when checking for hydraulic leaks.
Do not check hydraulic lines for leaks with your hands. High pressure oil leaking
through a small  hole will penetrate the skin. This will cause serious bodily injury or
death.

9. Danger: Always check route to be traveled prior to driving the elevator to a new
location for low electric power lines and other obstructions.

10. Warning: No riders.

11. Warning: Always lower inclined conveyor prior to driving the Yardjack to a new
stockpile location.

12. Danger: Stay clear of horizontal belt when opening bottom dump trailer doors.

13. Caution:  Always replace safety labels and signs if they become illegible.
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SECCION A
INSTRUCCIONES DE SEGURIDAD

AVISO IMPORTANTE  DE SEGURIDA
Uso incorrecto o descuido puede causar lesiones o muerte.

Siempre ensene al operador el procedimiento propio de operacion. El operador debe de leer y
entender todas las instrucciones de seguridad en el manual de operacion y las reglas puestas en el
YardJack elevador.

INSTRUCCIONES DE SEGURIDAD
1. Peligro: Siempre revise y este seguro que el sitio de operacion del elevador este

localizado a una distancia segura de las lineas de conduccion electricas.

2. Peligro: El sitio de operacion debe de estar plano para prevenir que se incline la
unidad.

3. Advertencia: Todas las  guardias de ben de estar puestas  antes de comenzar el
YardJack.

4. Advertencia: Siempre revise y este seguro que el personal este alejado antes de
comenzar el YardJack.

5. Peligro: Mantenga el personal alejado de las bandas y partes moviblas cuando este
en operacion.

6. Advertencia: Pare las bandas y apague el motor antes de limpiar materia de las
bandas.

7. Advertencia: Apague el motor antes de apretar y ajustar las bandas (vea en las
paginas 25-26 para el ajuste de las bandas).

8. Advertencia: Siempre use lentes de proteccion cuando revise goteras de aceite
hidraulico. No revise las goteras de lineas hidraulicas con sus manos. Goteras de
aceite con presion alta puede penatrar la piel.  Esto puede causar heridas al cuerpo o
la muerte.

9. Peligro: Siempre revise la ruta que va a ser racorrida antes de manejar el elevador
(YardJack) a un sitio nuevo, para que no haiga lineas de electrecidad bajas y otros
obstaculos.

10. Advertencia: No lleve pasajeros.

11. Advertencia: Siempre baje la inclinacion del elevador antes de manejar el YardJack
a una nueva localizacion de la reserva de materias.

12. Peligro: Mantengase alejado de las bandas cuando este abriendo las puertas del
remolque de basura.

13. Advertencia: Siempre reamplaze las etiquetas y letreros de seguridad si estan
ilegibles.
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SECTION B
SPECIFICATIONS

YARDJACK ELEVATOR
30\30 SELF-PROPELLED

Product Transfer Two belts: variable speed horizontal belt in drive over pan feeds material on
to incline belt in chute.

Belt Width Horizontal: 30" Inclined: 30"

Pan Height 4.5"

Flaps Hydraulically operated

Belt Speed Incline belt 700 FPM
Pan belt variable 0 - 650 FPM

Belt Drive Hydraulic motors

Hopper Length - 10' 8"
Width with flaps up - 4' 9"

Length 45' overall

Height Raised - 17' Lowered - 14' 3"

Spout Clearance Raised - 14' 9" Lowered - 12' 0"

Width 9' 9.5"

Weight 7,400 LBs

Tires (2) 7.50L - 16.0 LT
(3) 26 x 12.0 - 12 two are drivers

Controls Swiveling operator seat faces all controls during unloading and
sideways travel. Driving control moves with operator to forward
position for traveling from stock pile to stock pile.

Power Deutz diesel
F4L2011F

All specifications subject to change without notice. For further information call JackRabbit at (209)
599-6118.
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SECTION B
MAINTENANCE MATERIAL SPECIFICATIONS

1. Engine Oil: 15W - 40 Multi-viscosity motor oil.
(See Operation Manual for special conditions).

2.  Engine Oil Filter:   JackRabbit # 27010 Deutz # 117 4417

3.  Fuel Filter:  JackRabbit # 27011 Deutz # 117 4696

4.  Fuel Capacity = 24 US gal.  Diesel

5.  Hydraulic Oil: ISO - 68
Capacity 42 US gal. with filter change

6.  Hydraulic Oil Filter: JackRabbit  # 23548 LHA SPE 50 - 10

7. Lubricant (Grease): Lithium Base NGL l or NGL 2  (For extreme pressure)

8.  Air Filters: Outer - JackRabbit # 27013 Donaldson # P827653
Inner - Cartridge   JackRabbit # 27014 Donaldson # P839332

9. Fan Belt: See Deutz � Spare Parts Catalog�

10. Starter: See Deutz � Spare Parts Catalog�

11. Alternator: See Deutz � Spare Parts Catalog�

12.  Torque Hubs: 9 Ounces of 90W Gear Oil,  Serial # 15 & 16.
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SECTION C
CONTROLS, GAUGES AND VALVES

1.  KEY SWITCH AND IGNITION:  Start engine in idle position.

2. BELTS CONTROL: Rocker Switch Push ON - Push OFF. Push ON after engine is
started.

3.  THROTTLE SPEED CONTROL - TURTLE = IDLE, RABBIT = FULL
THROTTLE: Rocker Switch Push TURTLE - Push RABBIT. This switch controls
both belts.

4.  SPOUT HEIGHT ADJUSTMENT: Rocker switch push TOP to raise.  Push
BOTTOM to lower. Locking pins are located on incline conveyor braces (attached to
braces with chain).

5. DIRECTION CONTROL (FORWARD - SIDEWAYS): Rocker Switch push TOP for
forward travel. Push BOTTOM for sideways travel.

6.  KEY - IGNITION LIGHT: The light glows green when the key is in the ON position.

7. OIL WARNING LIGHT: The light glows red when oil pressure is low. Engine must
be turned OFF when this light is ON or serious damage to the engine will occur.

8. ALTERNATOR WARNING LIGHT: The light glows red when the battery is
discharging.

9.  OIL TEMPERATURE GAUGE: Gauge displays safe and unsafe operating ranges.
The engine must be turned OFF if needle is in unsafe operating range or serious
damage to the engine will occur.
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10. PIVOT SEAT: The seat pivots forward and to the side. This orientates the driver to the direction
the joystick control produces.

11. JOYSTICK: the joystick provides directional control and power to the single
drive wheel (� A�) at the front of the elevator. When sitting in the seat the following
movements result in the following actions:

A.  PULL joystick to your left - turns wheel  left

B.  PUSH joystick to your right - turns wheel right

C.  PUSH joystick forward - provides forward movement

D.  PULL joystick backward - provides backward movement

E.  The joystick can also act as a brake

When driving the elevator forward the joystick provides both the power and the
steering function.

When driving sideways along a stock pile the joystick control provides power to the
single wheel (� A� ) both forward and backward, and must be used in conjunction with
the rear wheel drive control (12) or damage to the tires could occur.
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12. REAR WHEEL DRIVE CONTROL: With seat facing sideways, pushing the handle provides
movement in the direction the handle is pushed. Pulling the handle provides movement in

direction handle is pulled.

This control must be used in conjunction with the joystick (11) or damage to tires
could occur.

13. REAR WHEELS (� B� ) HEIGHT CONTROL: PUSH handle forward to lower both
rear wheels. PULL handle to raise rear wheels.

14. WINKIE CONTROL: PUSH handle forward to move winkie down (build stock pile
close to elevator). PULL handle back to move winkie up (build stock pile away from
elevator).  Winkie can be stopped in any position.

15. HOPPER FLAP CONTROL: PUSH handle to lower flaps. PULL handle to raise
flaps.

16. FRONT WHEEL (� A�) HEIGHT CONTROL: PUSHING handle lowers front wheel
- PULLING handle raises front wheel.

17. HORIZONTAL BELT SPEED CONTROL: This control provides variable belt
speeds (0 - 650 FPM). Turn clockwise to increase speed. Turn counter clockwise to
decrease and stop belt speed.
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